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The difference 

MOLDED
Makes

At Integrity Fusion, our goal is to provide 

the highest quality products to the 

industry, and to our customers.  This 

philosophy has been applied to our MJ 

Accessory Kits, as the gland rings come 

standard with a Fusion Bonded Epoxy 

coating that is far superior to the industry 

standard Black Asphaltic coating, which 

tends to begin showing signs of rust 

shortly after installation.  

In addition, for sizes 14” and larger, we 

only offer the heavy duty C-110 gland 

rings to ensure the best performance 

possible. 
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MJ Accessory Kits - (Gland, Gasket, and Bolts) for IPS or DIPS

Item Code

2” C153 5/8” x 5” 2 2.8 lbs. 100580

3” C153 5/8” x 4.5”  4 6.3 lbs. 100581

4” C153 3/4” x 4.5” 4 8.8 lbs. 100582

6” C153 3/4” x 5” 6 13.8 lbs. 100583

8” C153 3/4” x 6” 6 15.4 lbs. 100584

10” C153 3/4” x 6” 8 21.6 lbs. 100585

12” C153 3/4” x 6” 8 24.1 lbs. 100586

14” C110 3/4” x 7” 10 38.7 lbs. 100587

16” C110 3/4” x 7” 12 46.0 lbs. 100588

18” C110 3/4” x 7” 12 55.0 lbs. 100589

20” C110 3/4” x 7” 14 70.0 lbs. 100590

24” C110 3/4” x 10” 16 92.0 lbs. 100591

Nominal Size Type Bolt Size Number of Bolts Weight

MJ Adapter Kits:

• Fusion Bonded Epoxy Coated Ductile Iron Gland

• SBR (Styrene-Butadiene Rubber) Gasket

• Steel T-Bolts - High Strength-Low Alloy steel, ASTM A242
• ASTM A536 Materials Standard

• Made according to ANSI/AWWA C-153 (2” to 12”) and C-110 (14” to 24”)


