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Locking Device is Standard

KFV2015FP
     150#

KFV203FP
    300#

Size Cv Wt (Lbs) Port
1/2" 18 3.62 0.59
3/4" 36 4.48 0.79
1" 48 6.40 0.98
1-1/4" 72 8.03 1.26
1-1/2" 120 12.86 1.50
2" 190 18.42 1.97
2-1/2" 450 31.51 2.52
3" 600 39.87 2.99
4" 1100 65.75 3.93
6" 2600 161.07 5.90
8" 4200 276.96 7.87

Size Torque
1/2" 44
3/4" 53
1" 89
1-1/4" 115
1-1/2" 168
2" 252
2-1/2" 398
3" 637
4" 974
6" 2708
8" 3806

Size Cv Wt (Lbs) Port
1/2" 18 5.27 0.59
3/4" 36 7.52 0.79
1" 48 10.81 0.98
1-1/4" 72 10.99 1.26
1-1/2" 120 18.31 1.50
2" 190 22.86 1.97
2-1/2" 450 36.85 2.52
3" 600 57.44 2.99
4" 1100 93.51 3.93
6" 2600 161.08 5.90
8" 4200 318.40 7.87

Cv, Weights & Port Torques(in-lbs)

Blow-Out Proof Stem
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Size ǿd  Port L ǿR ǿD ǿC f T H H1 N ǿh W G A J ǿK U ǿE ISO5211
1/2" 0.59 4.25 1.38 3.50 2.38 0.08 0.40 1.46 3.38 0.16 0.63 5.31 0.25 0.79 0.39 0.47 M5 1.65 F04
3/4" 0.79 4.60 1.69 3.88 2.75 0.08 0.43 1.57 3.90 0.16 0.63 5.31 0.25 0.79 0.39 0.47 M5 1.65 F04
1" 0.98 5.00 2.01 4.25 3.13 0.08 0.46 1.81 3.90 0.16 0.63 6.69 0.35 0.94 0.43 0.59 M6 1.97 F05
1-1/4" 1.26 5.51 2.50 4.61 3.50 0.08 0.51 1.97 3.98 0.16 0.63 6.69 0.35 0.94 0.43 0.59 M6 1.97 F05
1-1/2" 1.50 6.49 2.88 5.00 3.88 0.08 0.57 2.44 4.64 0.16 0.63 7.87 0.38 1.06 0.63 0.63 M8 2.75 F07
2" 1.97 7.00 3.62 6.00 4.75 0.08 0.64 2.79 5.00 0.16 0.75 7.87 0.38 1.06 0.63 0.63 M8 2.75 F07
2-1/2" 2.52 7.48 4.13 7.00 5.50 0.08 0.70 3.50 6.42 0.16 0.75 11.81 0.63 1.67 0.83 0.94 M10 4.01 F10
3" 2.99 7.99 5.00 7.50 6.00 0.08 0.77 3.94 6.79 0.16 0.75 11.81 0.63 1.67 0.83 0.94 M10 4.01 F10
4" 3.93 9.01 6.19 9.01 7.50 0.08 0.96 4.74 8.23 0.32 0.75 15.75 0.71 1.87 0.98 1.14 M10 4.01 F10
6" 5.90 15.50 8.50 11.0 9.50 0.08 1.01 7.99 10.83 0.31 0.88 31.50 1.06 1.06 NA 1.35 M14 4.92 F12
8" 7.87 17.99 10.63 13.5 11.75 0.08 1.14 9.94 12.91 0.31 0.88 31.50 1.06 1.06 NA 1.35 M14 4.92 F12

Size ǿd  Port L ǿR ǿD ǿC f T H H1 N ǿh W G A J ǿK U ǿE ISO5211
1/2" 0.59 5.51 1.38 3.75 2.62 0.08 0.58 1.46 3.38 0.16 0.63 5.31 0.25 0.79 0.39 0.47 M5 1.65 F04
3/4" 0.79 5.98 1.69 4.62 3.25 0.08 0.64 1.57 3.90 0.16 0.75 5.31 0.25 0.79 0.39 0.47 M5 1.65 F04
1" 0.98 6.50 2.01 4.88 3.50 0.08 0.70 1.81 3.90 0.16 0.75 6.69 0.35 0.94 0.43 0.59 M6 1.97 F05
1-1/4" 1.26 7.01 2.50 5.25 3.88 0.08 0.77 1.97 3.98 0.16 0.75 6.69 0.35 0.94 0.43 0.59 M6 1.97 F05
1-1/2" 1.50 7.48 2.88 6.12 4.50 0.08 0.83 2.44 4.64 0.16 0.88 7.87 0.38 1.06 0.63 0.63 M8 2.75 F07
2" 1.97 8.50 3.62 6.50 5.00 0.08 0.89 2.79 5.00 0.32 0.75 7.87 0.38 1.06 0.63 0.63 M8 2.75 F07
2-1/2" 2.52 9.49 4.13 7.50 5.88 0.08 1.02 3.50 6.42 0.32 0.88 11.81 0.63 1.67 0.83 0.94 M10 4.01 F10
3" 2.99 11.10 5.00 8.27 6.61 0.08 1.14 3.94 6.79 0.32 0.88 11.81 0.63 1.67 0.83 0.94 M10 4.01 F10
4" 3.93 12.01 6.19 10.00 7.87 0.08 1.27 4.74 8.23 0.32 0.88 15.75 0.71 1.87 0.98 1.14 M10 4.01 F10
6" 5.90 15.87 8.50 12.50 10.62 0.08 1.46 7.99 10.85 0.47 0.88 31.50 1.06 1.06 NA 1.35 M14 4.92 F12
8" 7.87 19.76 10.63 15.00 13.00 0.08 1.64 9.94 12.91 0.47 1.00 31.50 1.06 1.06 NA 1.35 M14 4.92 F12
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