
There is no
reason to drain 
your system!

Just cut off your unsightly
old escutcheon...

...open your new cup...

...and snap it around the sprinkler head, 
and slide on new skirt.

REPLACEMENT TWO PIECE SPLIT CUP
PENDENT ESCUTCHEONS

data sheet

DESCRIPTION
The 2-pc adjustable sprinkler escutcheon (canopy) has been designed to provide an aesthetically 
pleasing concealment of the sprinkler piping servicing the individual sprinkler head.   The replace-
ment version provides an alternative for replacing previously installed escutcheons that have 
become damaged or unsightly due to over painting, rust or other environmental contaminants. Use 
this escutcheon when the fire sprinkler system cannot be shut down or when a system shut down 
is not preferred. The split cup fits one of four styles of skirts:  Standard, Flush, Short Taper and 
Extra Deep. Available in Chrome or White finish.

Installation
Proper installation of the recessed sprinkler escutcheon can be accomplished with tools ordinarily found on the job site. 
The installer must make sure that the face of the reducing coupling must extend to within 3/4” of the finished ceiling
material but no farther than flush with the finished ceiling. Remove the existing sprinkler escutcheon without damaging 
the sprinkler. Never pry against or use the installed sprinkler for leverage. Place each split cup half around the exposed 
sprinkler head threads at the same location as the previously installed retainer. Then slide the skirt up onto the cup to 
hold the cup halves in place.  Firmly push the skirt over the retainer until the skirt is firmly seated against the finished ceil-
ing. Installation is now complete. Make sure the final installation meets all sprinkler head manufacturer requirements for 
recessed sprinklers.

FOR MORE INFORMATION CALL ARGCO AT 800-854-1015
OR LOG ONTO ARGCO.COM
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401 Style deep cup split & tabbed.
To be used with all four skirts

  TWO PIECE SPLIT & TABBED CUP ESCUTCHEON 

1.875" 2.175"

Side View Top View

Adjustable depths from 1/4” to 4” 
with one of four different skirts

Cup

Skirts

Tired of your skirts falling 

off?

Cut off cup and use our

product...

we guarantee a tight skirt! FLUSH
ADJUSTABLE
1/4” TO 1-5/8”

SHORT
TAPER

ADJUSTABLE
3/4” TO 1-7/8”

EXTRA
DEEP

ADJUSTABLE
3” TO 4”

STANDARD 
401

ADJUSTABLE
2” TO 3”

ITEM#
4520255
4520255WH 
4520255A
4520255AWH
4520256
4520256WH
4520257
4520257WH
4520258

DESCRIPTION
Escutcheon Replacement 2PC Steel CHROME PLATED Split Cup Only 1/2"IPS
Escutcheon Replacement 2PC Steel WHITE Split Cup Only 1/2"IPS
Escutcheon Replacement 2PC Steel Split Cup W/Standard Skirt CHROME PLATED 1/2"
Escutcheon Replacement 2PC Steel Split Cup W/Standard Skirt WHITE 1/2"IPS
Escutcheon Replacement 2PC Steel Split Cup W/Short Taper Skirt CHROME PLATED 1/2" IPS
Escutcheon Replacement 2PC Steel Split Cup W/Short Taper Skirt  WHITE 1/2" IPS
Escutcheon Replacement 2PC Steel Split Cup W/Flush Skirt CHROME PLATED 1/2" IPS
Escutcheon Replacement 2PC Steel Split Cup W/Flush Skirt WHITE 1/2" IPS
Escutcheon Replacement 2PC Steel Split Cup W/Extra Deep Skirt CHROME PLATED 1/2" IPS

ARGCO OFFERS SEVERAL DIFFERENT STYLES OF 
REPLACEMENT ESCUTCHEONS IN MANY SIZES, STYLES 

AND FINISHES (SEE FOLLOWING PAGE)



Ceiling hole too large

or off-center?

Use our Kydex Split ring to 

conceal any cutting errors

1-3/4"

4"

Conceal oversized holes & cutting errors in ceiling tile

Fire resistant plastic 1/32” thick

Simply flex open and install around existing sprinkler drop.

Custom sizes available

 KYDEX SPLIT RING          

SPLIT TUBE CUP EXTENDER 

Extend your escutcheons from 4” to 11-1/4”!
Easily Installs between cup and skirt

1010-1018 mild steel
0.40 - 0.42 mm thick

Stock finishes: 
chrome plated & white

4510009:  4” TO 5-1/4” deep

4510011:  6” top 7-1/4” deep

4510013:  8” to 9-1/4” deep

4510015:  10” to 11-1/4” deep

4515500

 TWO PIECE SPLIT RECESSED

Shallow one piece split and tabbed canopy.

Side View

1/4"3"

  ONE PIECE SPLIT ESCUTCHEON

Standard Recessed Escutcheon (3/4” Adjustment)

A B C

1-7/8"
1-7/8"

2-15/16" 2-15/16"

2-7/16"

3-1/2"

1-1/2"
1"

3/4"

010-1018 mild steel
0.40 - 0.42 mm thick

1/2”  ips
Two piece split cup opens
then fastens around pipe

...skirt fits around cup 

Top View

Stock finishes:
white & chrome plated

(4520259)

Stock finishes:
white & chrome plated

4520250:  1/2” IPS
4520251:  3/4” IPS

REPLACEMENT FIRE SPRINKLER ESCUTCHEONS

data sheet

3"�

Adds 1/8” or 1/4” depth to 
One piece canopies

Stock finishes:  white & chrome plated
45-20-253:  5/8” deep
45-20-254:  1/4” deep

depth

3”

PLASTIC 1 PIECE SPLIT ESCUTCH

Corrosion Resitant Plastic

Great for outdoor use!

PLASTIC SHIM RING

Finishes:  white &
chrome plated

(45-20-252)

Cut your drop too long, exposing pipe?

Use our extra deep skirt & tube extender

FOR MORE INFORMATION CALL ARGCO AT 800-854-1015
OR LOG ONTO ARGCO.COM
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ALUMINUM SPLIT CUP
(401) PENDANT ESCUTCHEON

2-3” Adjustable Pendant

Stock finish:  polished aluminum
Available: chrome plated & white 

(45-20-269)

3"�

Adds 1/8” or 1/4” depth to 
One piece canopies

Stock finishes:  white & chrome plated
45-20-253:  5/8” deep
45-20-254:  1/4” deep

depth

ALUMINUM SPLIT CUP
FLUSH / RECESSED ESCUTCHEON 

�

�

2.125"

3.25"

1"�
deep

�
2.25"

4"

1-3/8"�
deep

Stock finish:  polished aluminum & white

(45-20-268)

3”

ALUMINUM PENDANT ESCUTCHEON

  CORROSION RESISTANT REPLACEMENT ESCUTCHEONS

�

�

2.125"

3.25"

1"�
deep

�
2.25"

4"

1-3/8"�
deep

Cup split across  bottom and
on one side.

Cup opens then closes around
pipe, skirt fits over cup

1/2” or 3/4” ips

Cup split across bottom & on one side.

Opens then closes around pipe... 
 skirt fits over cup

Stock finish:  polished aluminum & white
45-20-261 - 1/4” deep
45-20-263 - 1/2” deep
45-20-265 - 3/4” deep
25-20-267 - 1” deep

401 Style deep split cup & skirt

PLASTIC 1 PIECE SPLIT ESCUTCH

Corrosion Resitant Plastic

Great for outdoor use!

PLASTIC SHIM RING

Finishes:  white &
chrome plated

(45-20-252)

The information contained herein is produced in good faith and is believed to be reliable but is for guidance only. ARGCO and its agents cannot 
assume liability or responsibility for results obtained in the use of its product by persons whose methods are outside or beyond our control. It is the 
user's responsibility to determine the suitability of any of the products, methods of use, or preparation prior to use, mentioned in our literature. It is 
the user's responsibility to observe and adapt such precautions as may be advisable for the protection of personnel and property in the handling and 
use of any of our products.

FOR MORE INFORMATION CALL ARGCO AT 1-800-854-1015
OR LOG ONTO WWW.ARGCO.COM
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